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Features

PolyMax PLA™
Innovation Simplified

Extremely Tough: Regular PLA is a very brittle material, which greatly limits 
its range of applications. PolyMax™ PLA was designed to change this. 
Featuring increased impact strength of up to 9 times that of regular PLA and 
20% better than ABS, PolyMax™ PLA is a sure winner when it comes to 
toughness.

Uncompromised Quality: The good mechanical strength of PolyMax™ PLA is 
achieved with no compromise in printing quality. As PolyMax™ PLA is also produced 
with Jam-Free™ technology you can be certain you will get high quality prints with 
excellent strength while still enjoying the ease of printing PLA.

ABS? No More: Still printing ABS while trying to endure the odour and potential 
health risk? With PolyMax™ PLA you can get rid of that potentially hazardous ABS 
and still achieve the same structural strength with even more benefits such better 
printer compatibility, easier printing, less warping, no hazardous odours, and in many 
cases even better mechanical properties.

3D Printed Guitar
Printed With 
PolyMax PLA™



Instructions
• PolyMax PLA can be printed under similar conditions as PolyPlus PLA and other PLA filaments. 

• PolyMax PLA works well with all common printing surfaces such as the blue tape, Kapton tape, glass, BuildTak etc.
Heated build plate (HBP) is not required but can be used.

• All PolyMax PLA filaments have been properly dried before packaging and shipping. It is recommended that the filament,
when not used, be stored in the provided resealable bag with the desiccant pack to minimize moisture absorption and to 
ensure the best printing performance.

Innovation Simplified

PolyMax PLA™
Colour
10 True Colours

Recommended Printing Temp*
1.75 mm: 190 - 220 °C
2.85 mm: 200 - 220 °C

Note
1. HBP = Heated Build Plate
*. Printing temperature and speed may vary

Average Filament Diameter
1.75 mm or 2.85 mm
(< ± 0.05 mm, ~ ± 0.02 mm typical)

Recommended Printing Speed*
40 - 90 mm/s

Recommended HBP1

(if equipped) Temp
~ Not Required


